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SPECIAL CONDITIONS FOR OPERATING PERMIT

1 PERMITTED ACTIVITIES

In accordance with the provisions of 310 CMR 7.@fpéndix C and applicable rules and regulations,
the Permittee (hereinafter "MMWEC") is authorizedperate air emission units as shown in Table 1
and exempt, and insignificant activities as desctiim 310 CMR 7.00:Appendix C(5)(h) and (i). The
units described in Table 1 are subject to the temnasconditions shown in Sections 4, 5, and 6 and t
other terms and conditions as specified in thisriterEmissions from the exempt activities shall be
included in the total facility emissions for theission-based portion of the fee calculation desctib

in 310 CMR 4.00 and this Permit.

A. DESCRIPTION OF FACILITY AND OPERATIONS

The MMWEC facility is an electric power generati@eility largely consisting of five General
Electric MS7001E combustion turbines located on oStreet in Ludlow, Massachusetts.
MMWETC sells the electricity to twenty-five (25) Msschusetts municipal electric systems.
Emission Units 1, 2, and 3 burn natural gas oru#2 éil and operate in combined-cycle mode with
a net total output of 350-megawatts. Emission Ushigsd 5 burn #2 fuel oil and operate in peaking
mode with a net total output of 170-megawatts. fliveecombustion turbines were approved by
MassDEP on January 31, 1979 and constructed &dhigy during December 1981.

The combustion turbines are subject to 40 CFR&rSubpart GG (Standards of Performance for
Stationary Gas Turbines). On March 5, 2004, theddinStates Environmental Protection Agency
(USEPA) published final standards in the Federagifer for the National Emission Standards for
Hazardous Air Pollutants for Stationary Combusfiambines (40 CFR Part 63, Subpart YYYY)
which apply to the five combustion turbines atfhality. The combustion turbines are defined as
existing stationary combustion turbines since tlveye constructed prior to January 14, 2003.
Since the combustion turbines are considered &xtsing sources, there are no applicable
requirements contained in 40 CFR Part 63, SubpdiY. The combustion turbines are not
subject to the Title IV Acid Rain Program of thed0Clean Air Act Amendments because 40 CFR
72.6(b)(1) states that simple combustion turbihes tommenced commercial operation before
November 15, 1990 are exempt from the requiremattse program. The term simple combustion
turbines, as defined in 40 CFR 72.2, include comdbicycle units which do not have auxiliary
firing (duct burners). The combined cycle combustiurbines at MMWEC do not have auxiliary
firing and are therefore not subject to the AcidnRarogram.

As part of this operating permit renewal applicatieview, a compliance assurance monitoring
(CAM) applicability determination was conductedheldetermination concluded that the
combustion turbines are exempt from complying it CAM requirements of 40 CFR Part 64
since the emission limitations for which there moatrol device are required to have a continuous
compliance determination method, as defined in BR 64.1. This exemption is specified in 40
CFR 64.2(b)(1)(vi).

MMWEC has two E. Keeler, DS-40, #2 fuel oil-fireayxiliary boilers which are both rated at a
maximum of 49.8 million Btu per hour of heat inpdthe two auxiliary boilers were approved by
MassDEP on February 9, 1981 and constructed datiéy during December 1981. MMWEC has
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indicated that they intend to incorporate the Ussatural gas fuel for each of the auxiliary basler
The conversion of the #2 fuel oil-fired auxiliargikers to oil/natural gas dual-fuel capability or t
natural gas as the only fuel is exempt from the plaproval requirements of 310 CMR 7.02 in
accordance with 310 CMR 7.02(2)(b)14. The useatdiral gas as an available fuel for the
auxiliary boilers, in addition to #2 fuel oil, hbeen added to Table 3 herein.

MMWEC also has a 0.644 MMBtu/hr #2 fuel oil-firediler used for comfort heating which was
installed in November of 2005. This boiler is exgritom the plan approval requirements of 310
CMR 7.02 pursuant to 310 CMR 7.02 (2)(b)15.

On December 20, 2012, the USERAued final changes to the Clean Air Act standéodthe
National Emission Standards for Hazardous Air Ralits for Industrial, Commercial, and
Institutional Boilers and Process Heaters (Boilex®T) which apply to the two existing auxiliary
boilers and the 0.644 MMBtu/hr #2 fuel oil-firedilew since they are located at a facility whichais
major source of hazardous air pollutants (HAPsgcakding to the Boiler MACT, the compliance
date for existing boilers shall be no later thae¢hyears after the date of publication in the Fade
Registrar.

MMWEC has a total of four #2 fuel oil-fired emergsrstationary reciprocating internal
combustion engines (RICEs) and one #2 fuel oidfieenergency stationary RICE fire pump. The
Penski-Detroit-Allison, Model: 12V-149TI, #2 fueil-dired emergency RICE has a maximum
rating of 8.1 million Btu per hour of heat input mwh was approved by MassDEP on February 25,
1982 and constructed at the facility during 1981e Cummings, Model: VT-1710-F, #2 fuel oil-
fired emergency RICE fire pump has a maximum radhn8.5 million Btu per hour of heat input
and was constructed at the facility in 1981. In20@dMWEC constructed a Kohler Power
Systems, Model: 350REOZV, #2 fuel oil-fired emergeRICE with a maximum rating of 3.5
million Btu per hour of heat input in accordancehathe requirements of 310 CMR 7.03(10). In
September 2007, MMWEC constructed two EPA TIER #&ifed, Caterpillar Model #3516C #2
fuel oil-fired emergency RICEs, each with a maximiating of 19.3 million Btu per hour of heat
input (equivalent to a rated power output of 2,@00watts), in accordance with MassDEP’s
Environmental Results Program, 310 CMR 7.26(42he applicable requirements of 310 CMR
7.26(42) have been incorporated into the facilippgrating permit.

The emergency stationary RICEs are also subjebietéederal National Emission Standards for
Hazardous Air Pollutants for Stationary Reciprawgtinternal Combustion Engines, 40 CFR Part
63 Subpart ZZZZ. According to Subpart ZZZZ, the$le-Detroit-Allison, Model: 12V-149T],
RICE and the Cummings, Model: VT-1710-F, RICE fmemp are defined as existing stationary
engines since they were constructed at the sibe friDecember 19, 2002. The only applicable
requirement from Subpart ZZZZ to the existing ergiis 40 CFR 63.6640(f). The other three
RICE engines are considered to be new stationajynes since they were constructed after
December 19, 2002 and are required to comply withp&rt ZZZZ upon startup. In addition, the
two EPATIER 2 Certified, Caterpillar Model #3516k&sel-fired emergency RICEs are subject to
40 CFR Part 60, Subpart llll (Standards of Perfaroeafor Stationary Compression Ignition
Internal Combustion Engines).

The facility has a remote reservoir cold cleaniegréaser which is exempt from the plan approval
requirements of 310 CMR 7.02 in accordance with GMR 7.03(8). However, the cold cleaning
degreaser is subject to the applicable requirenwr8$0 CMR 7.18(1) and 7.18(8)(a)
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The facility is considered to be a major sourcesim has the potential to emit greater than 108 to
per year of particulate matter (PM) including PMPM with an aerodynamic diameter equal to or
less than 10 microns) and PM2.5 (PM with an aeradyo diameter equal to or less than 2.5
microns), 50 tons per year of volatile organic coomuds(VOCSs), 50 tons per year of nitrogen
oxides (NOx), 100 tons per year of carbon monoxi@é, tons per year of sulfur dioxide, 10 tons
per year of any individual HAP (manganese) ando?s per year of any combination of HAPs.
Therefore the facility is subject to the Operatitgyrmit and Compliance Program pursuant to 310
CMR 7.00: Appendix C(2).

The facility is a “major stationary source” purstitmthe Emission Offsets and Nonattainment
Review regulations of 310 CMR 7.00: Appendix A hesmthe facility has the potential to emit
more than 50 tons per year of NOx and more thato®® per year of VOCs.

The facility is a “major stationary source” purstismthe Prevention of Significant Deterioration
regulations of 40 CFR § 52.21 since it has themi@kto emit more than 100 tons per year of a
new source review regulated pollutant.

The owner/operator of MMWEC is subject to and sbathply with the Massachusetts Clean Air
Interstate Rule (CAIR), 310 CMR 7.32 and has suiachia CAIR emission control application
pursuant to 310 CMR 7.32(3). 310 CMR 7.28 has eperseded by 310 CMR 7.32.

The owner/operator of MMWEC is subject to the “Madwusetts CoOBudget Trading Program”
stated at Regulation 310 CMR 7.70. This is a “cag-made” system addressing carbon dioxide
emissions that took effect in January 2009.

Massachusetts promulgated the 310 CMR 7.71: Reyoofi Greenhouse Gas Emissions
regulations on June 26, 2009. Pursuant to 310 CMR(3)(a)1., MMWEC is subject to the
applicable requirements of this regulation whickéhbeen included in this operating permit.
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2. EMISSION UNIT IDENTIFICATION

Air Quality Operating Permit

The following emission units (Table 1) are subjecind regulated by this Operating Permit:

Fired General Electric
MS7001E Combined Cycle
CombustiorTurbine 12

Tablel
Emission Unit Description of EU Design Capacity | Pollution Control Device (PCD)
(EUH) Emission Unit
EU 1 NaturalGasand #2 Fuel O- 952 MMBtu/h® Steam njectior

EU 2

NaturalGasand #2 Fuel O-
Fired General Electric
MS7001E Combined Cycle
Combustiol Turbine 1E

952 MMBiu/hiY

Natural Ga-Dry Low NC, Burnel
#2 Fuel Oil-Water Injection

EU 3

NaturalGasand #2 Fuel O-
Fired General Electric
MS7001E Combined Cycle
Combustiol Turbine 1

952 MMBtu/h?

Steamlnjectior

#2 Fuel Oi-Firec Simple
Cycle CombustiorTurbine 2A

952 MMBtu/h”

\Watel Injectior

#2 Fuel Oi-Firec General
Electric MS7001E Simple
Cycle CombustiorTurbine 2E

952 MMBtu/h”

\Watel Injectior

E. Keeler, D-40,#2 Fuel Oi-
Fired and Natural Gas
Auxiliary Boiler A

49.8 MMBtu/hr

None

EU 7

E. Keeler, D-40, #2 Fuel O-
Fired and Natural Gas
Auxiliary Boiler B

49.8 MMBtu/hr

None

EU €

Pensk-Detroit-Allison, 12V-
149TI, #2 Fuel Oil-Fired
Emergency General

8.1 MMBtu/ht

None

EU ¢

Cummings, V-171(-F, #2
Fuel QOil-Fired Engine Fire
Pumg

3.5 MMBtu/hr

None

EU 1(

Remote Reservoir Co
Cleaning Degreas

n/s

None

HEU 11

Kohler #2 Fuel Oi-Firec
Emergency General

3.5 MMBtu/ht

None

EU 12

Caterpillar Model#351, #2
Fuel Oil-Fired Emergency
Engine

19.3 MMBtu/hr

None

EU 12

Caterpillar Model#351, #2
Fuel Oil-Fired Emergency
Engine

19.3 MMBtu/hr

None

EU 14

Bryan Boilers, Mode DR65(+
\W-FDO, #2 Fuel Oil-Fired

Boiler

0.644 MMBtu/h

None

NO, = Nitrogen Oxides

MMBtu/hr = Million British thermal units per hour

Table 1 Foot Notes:

(1) AtISO conditions (59°F, 60% relative humiditpda29.92 inches Hg)
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3. IDENTIFICATION OF EXEMPT ACTIVITIES

Table?2

Description of Current Exempt Activities Reason

The list of current exempt activities is contaiiethe 310 CMR 7.00:Appendix C(5)(h)
Operating Permit application and shall be updaged b
the Permittee to reflect changes at the facilitgrake
Permit term. An up-to-date copy of exempt actigiti
list shall be kept on-site at the facility and @gshall
be submitted to the MassDEP’s Regional Office.
Emissions from these activities shall be reportethe
annual emissions statement pursuant to 310 CMR 7.12
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Air Quality Operating Permit

=7

4, APPLICABLE REQUIREMENTS
A. OPERATIONAL AND/OR PRODUCTION EMISSION LIMITS AND BSTRICTIONS
The Permittee is subject to the limits/restrictiaascontained in Table 3 below:
Table3
EU# Fuel/Raw Pollutant Operational and/or Emissions Limits/Standards Applicable Regulation
Material Production and/or
Limits Approval No

1 #2 Fuel Oil PM® None 0.04 Ib/MMBtU? DEP Arproval #P\-78-C-004 (1/31/7¢

2 And -

3 Natupal Gas NOXx None Oil: <65 ppmvd @ 15% , DEP Approval #-B-94-021 (10/4/94

Gas:< 42 ppmvd @15% ¥  |Regulation 310 CMR 7.19(7)(a)1. [a. &
Oil/Gas:< 75 ppmvd @ 15% , 40 CFR 60 Subpart C
As of the allowance deadline for a control period, None Regulatiol 310 CMR 7.3
the owners and operators of each CAIR,NO
Ozone Season source and each CAIR B@one
Season unit at the source shall hold, in the
source’s compliance account, CAIR NOzone
Season allowances available for compliance
deductions for the control period under 310 CMR
7.32(6)(e)1. in an amount not less than the to
total nitrogen oxides emissions for the control
period from all CAIR NQ Ozone Season units at
the source, as determined in accordance with|310
CMR 7.32(8).
COo None <50 ppmvd @15% , DEP Approval #-B-94-021 (10/4/94
Regulatior310 CMR 7.19(7)(a)1.
sulfur in None < 0.8% sulfur by weigl 40 CFR 61.333(b
natural ga

]
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Table3
EU# Fuel/Raw Pollutant Oper ational and/or Emissions Limits/Standards Applicable Regulation
Material/ Production and/or
Limits Approval No
4 #2 Fuel Ol PM®™ None 0.04 Ib/MMBt? DEP Approval #P-78-C-004 (1/31/7¢
> CcOo None <100 ppmvd @15% , ¥ DEP Approval #-B-94-021 (10/4/94
Reculation310 CMR 7.19(7)(a)2.
NOx None Oil: <75 ppmvd @ 15% , DEP Approval #P-78-C-004 (1/31/7¢
Regulation 310 CMR 7.19(2)(e)
40 CFR 60 Subpart GG
As of the allowance deadline for a control None Regulatior310 CMR 7.3
period, the owners and operators of eagh
CAIR NO, Ozone Season source and each
CAIR NO, Ozone Season unit at the so
shall hold, in the source’s compliance
account, CAIR NQOzone Season
allowances available for compliance
deductions for the control period under
CMR 7.32(6)(e)1. in an amount not less
than the tons of total nitrogen oxides enis-
sions for the control period from all CAIR
NO, Ozone Season units at the source,|as
determined in accordance with 310 CMR
7.32(8).
15 All CO, See “ Special Terms and Conditions” Section Bl&8a, Condition #5 310 CMR 7.70
6 #2 Fuel Oil PMY None <0.10 Io/MMBt® Regulatiol 310 CMR 7.02(8) TBLE 6
7 And DEP Approval #PV-80-C-015 (2/9/81
Natural Gas (310 Regulation 310 CMR 7.19(6)
CMR 7.02(2)(b)14.
1-7 #2 Fuel OIl sulfur in fue None < 0.17 Ib sulfur/MMBtu = 0.3% by weight Regulation 310 CMR 7.05(1)1.
<0.05% by weight — July 1, 2014 through
June 30, 2018
<0.0015% by weight — On and after July 1,
201¢
8 #2 Fuel Oil sulfur in fue | Operate ncmore than 300 hours per ye <15 ppm =0.0015%sulfur by weight DEP Approval #1-B-94-021 (10/4/94
(in any consecutive rolling 12 month tdjal Regulatior310 CMR 7.02(8)(i)2. throu
5.
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Table3
EU# Fuel/Raw Pollutant Operational and/or Emissions Limits/Standards Applicable Regulation
Material/ Production and/or
Limits Approval No
9 #2 Fuel Oil sulfur in fue | Operate no more than 300 hours per \| <15 ppm =0.0015%sulfur by weight | Regulation 310 CMR 7.02(8)(i)2. through
(in any consecutive rolling 12 month tcﬁal
1C degreasing solve voc® Each degreaser shall use less than None Regulation 310 CMR 7.18(8)(a)
gallons of solvent per calendar month Regulation 310 CMR 7.18(1)
Regulation 310 CMR 7.03(8)
11 #2 Fuel Oi sulfur in fue | Operate no more than 300 hours perc}, <15 ppm =0.0015%sulfur by weight Regulation 310 CMR 7.03(1
(in any consecutive rolling 12 month tdjal
12 #2 Fuel OIl sulfur in fuefOperate each engine no more than 300 <15 ppm €0.0015% sulfur by weight) Regulation 310 CMR 7.26(42)
hours per year (in any consecutive rolling
13 NMHC and (12 month totd)
NOx
This operating restriction includes normgl
CO ; :
maintenance and testing procedures as|
PM! recommended by the manufacturer.
Opacity
Facility- #2 Fuel Oi Smoke None No. 1 of "the Chart" no more than 6 1- Regulation 310 CMR 7.06(1)!
wide & Natural Gas utes during any one hour,
no time to eceed No. 2 of "the Cha
Opacity < 20%, except 20 t< 40% for< 2 Regulation 310 CMR 7.06(1)(
minutes during any orhoul
Greenhouss N/A Regulation 310 CMR 7.71 (state only)
ga$

NO, = Nitrogen Oxides

NMHC = Nonmethane Hydrocarbon

CO = Carbon Monoxide

VOC = Volatile Organic Compounds

PM = Particulate Matter

Opacity = exclusive of uncombined water vapor

Ibs/MMBtu = pounds per Million British thermal usit

ppmvd @ 15% O2 = parts per million by volume, coted to 15 percent oxygen
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ppm = parts per million
< = less than or equal to
% = percent

Table 3 Foot Notes:

(1) Particulate matter measured according to pipdiGable procedures specified in 40 CFR Part 6pefplix A, Method 5.

(2) Compliance & compliance averaging times artemained in accordance with the applicable procesispecified in 40 CFR Part 60 Appendix A.

(3) Based on a calendar-day (24 hours) averagimgih accordance with 310 CMR 7.19(7)(a)3.

(4) Based on a one-hour block averaging time

(5) Petroleum hydrocarbon (contains no halogens)

(6) Greenhouse Gameans any chemical or physical substance thaiiseel into the air and that the MassDEP may realsiyranticipate will cause or
contribute to climate change including, but notitad to, CQ, CH,, N,O, Sk, hydrofluorocarbons (HFCs), and perfluorocarbd?s{s)

(7) To calculate the amount of a consecutive 12thaoriling period take the current calendar montioant and add it to the previous 11 calendar mototias
amount




Stony Brook Energy Center - MMWEC Air Quality Operating Permit
Appl. # 1-O-10-005; Trans. #X232364
Page 12 of 38

B. COMPLIANCE DEMONSTRATION

The Permittee is subject to the monitoring/testiagord keeping, and reporting requirements as
contained in Tables 4, 5, and 6 below and 310 CMIR Appendix C (9) and (10) and applicable
requirements contained in Table 3:

Table4a

EU# Monitoring And Testing Requirements

1. Inaccordance with DEP Approval #1-B-94-021 (1043/8nd 310 CMR 7.19(13)(a)5., calibrate, test|
and operate continuous emissions monitors (CEMg)Cata Acquisition System (DAS) to continub
monitor and record flue gas emissions of NOx, Q@, @0..

2. In accordance with DEP Approval #1-P-93-035 (2/8&#ended 2/14/94), calibrate, test, and opergte a
continuous opacity monitoring system (COMs) inchgla DAS to continuously monitor and record fhe
opacity of each unit.

3. Inaccordance with DEP Approval #1-B-94-021 (1043/310 CMR 7.19(13)(b)8., and an alternative
monitoring schedule approved by USEPA on April GQ2 (in accordance with 40 CFR 60.13(i)(2)),
operate and maintain the NOx, CO, and,@BMs in accordance with the quality assuranceigions of 40
CFR 60 Appendix B and F except that MMWEC shatllm®required to conduct a RATA or CGA for
NOx, CO and C®in any calendar quarter that the combustion terbiperates less than 168 hours.
However, MMWEC must conduct a CGA at least onceefmur calendar quarters and a RATA at le@st
once every eight calendar quarters, regardledseobperating hours.

If 310 CMR 7.19(13)(b) is modified by the DEP ahd modification is approved by the USEPA, MMWEC
may comply with the requirements of this provisitamany applicable, alternate procedures spedifieckin.

WN -
92

4. In accordance with DEP Approval #1-B-924 (10/4/94), ensure that the alarms (audiblevésuhl) for|
the CEMs activate when emissions exceed the "pptiwits established by Table 3.

5. In accordance with DEP Approval #1-B-94-021 (104}/a8nd 310 CMR 7.19(13)(b)10., ensure that the
flue gas CEM equipment operates at all times thisgon unit is operating, except for periods of
calibration checks, zero span adjustments, anceptade maintenance. Notwithstanding such
exceptions, in all cases obtain valid data foeast 75% of the hours per day, 75% of the days per
month, and 90% of the hours per quarter during whie emission unit is operating.

6. Inaccordance with DEP Approval #1-B-94-021 (104/8nd 310 CMR 7.19(13)(b)9., calculate a
calendar day average of NOx and CO emissions frolock hourly average for each hour the emisgjon
unit is operating. If 310 CMR 7.19(13)(b) is moddiby the DEP and the modification is approved ljy
the USEPA, MMWEC may comply with the requiremeritshis provision via any applicable, alternage
procedures specified therein.

7. Inaccordance with DEP Approval #1-B-94-021 (104/Zontinuously monitor the fuel consumptiory of
each unit.

8. In accordance with DEP Approval #1-P-93-035 (2/8&#ended 2/14/94), operate and maintain thg
opacity COMs in accordance with the quality asscegirovisions of 40 CFR 60 Appendix B and F,
except that the opacity monitor location requiretaeme waived since a location conforming exaatly t
the requirements does not exist.

9. In accordance with DEP Approval #1-P-035 (2/8/94; amended 2/14/94) and 310 CMR 7.00 Agjp
C(9)(b)3., ensure that the flue gas opacity momtpequipment operas at all times the emission uni
operating, except for periods of calibration chedeso span adjustments, and preventive maintenagnce
Notwithstanding such exceptions, in all cases obtalid data for at least 90% of the hours perrudde
year quarter during which the emission unit is afing.
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Table4b

EU# Monitoring And Testing Requirements

10. In accordance with 40 CFR 860.334(h)(4) and a castampling schedule approved in EPA Permit
Number 002-042-MA-01 (as amended 11/2/81), monitersulfur content of the natural gas taken frpm
the supply lines leading to the MMWEC facility os@mi-annual basis.

WN -

Compliance with % sulfur-in-fuel requirement wi demonstrated through testing certificatishich shall
document that sulfur testing has been done in danoe with the applicable ASTM test methods (D129-9
D1266-91, D1552-95, D2622-92, and D4294-90 fousylbr any other method approved by MassREPEP

11. In accordance with 40 CFR §60.334(h)éd a custom sampling schedule approved in EPAiPerm
Number 002-042-MA-01 (as amended 11/2/81), analygenatural gas taken from the supply lines
leading to the MMWEC facility for heating valuelatist once per calendar-quarter.

4 12. In accordance with DEP Approval #PV-78004 (1/31/79) and 40 CFR Part 60, Subpart GG, opdéog
5 each unit a continuous monitoring system (accurateithin £5%) for the fuel consumption and the
ratio of water to fuel being fired in each unit.

13. In accordance with DEP Approval #1-B-94-021 (1044/8nd correspondence from MassDEP to
MMWEC dated 7/14/95, use parametric monitoring ésdb-fuel ratio) to maintain NOx and CO
emissions below the limits specified in Table 3h$ Operating Permit and as the means of
demonstrating compliance with the referenced empniskmits.

14. In accordance with DEP Approval #1-B-94-021 (1043/8nd 310 CMR 7.19(13)(b)10., ensure that lre
parametric monitoring equipment operates at akksithe emission unit is operating, except for ki
of preventive maintenance. Notwithstanding sucleptions, in all cases obtain valid data for attleag
90% of the hours per quarter during which the eimmsanit is operating.

15. In accordance with DEP Approval #1-B-94-021 (1043/®quip the units with visual and audible
alarms which will activate when NOx (water-to-fuatios) limits are exceeded

16. In accordance with DEP Approval #PV-78-C-004 (17%)/ operate a continuous opacity monitor
(COMSs) including a DAS to continuously monitor aredord the opacity of each unit, and to sound fn
alarm when opacity limits are exceeded.

17. In accordance with DEP Approval #PV-78-C-004 (173}/and 310 CMR 7.19(13)(b)10., ensure thaj
the COMs operates at all times the emission umipéerating, except for periods of calibration clgck|
zero span adjustments, and preventive mainten&latevithstanding such exceptions, in all cases
obtain valid data for at least 90% of the hoursqearter during which the emission unit is operatin

18. In accordance with 40 CFR 860.334(h)(4) and a custampling schedule approved in EPA Permit
Number 002-042-MA-01 (as amended 11/2/81), DEP Aygir#1-B-94-021 (10/4/94), 310 CMR
7.05(1)(a)2., monitor the sulfur, nitrogen contemtd higher heating value of fuel oil receivedhat t
facility.

gabhwnN B

Compliance with % sulfur-in-fuel and % nitrogenfirel requirements will be demonstrated through
testing certificationwhich shall document that sulfur and nitrogeringshas been done in accordange
with the applicable ASTM test methods (D129-95, B3-®1, D1552-95, D2622-92, and D4294-90 fpr
sulfur; D3228 or D4629 for nitrogen) or any othegthrod approved by MassDEP and EPA.

19. In accordance with 310 CMR 7.32, monitor and testeguired by the Massachusetts Clean Air
Interstate Rule (CAIR).
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Table4c

EU#

Monitoring And Testing Requirements

20.

In accordance with 310 CMR 7.04(4)(a), inspect emadhtain each boiler in accordance with the
manufacturer's recommendations and test each hoidercordance with the manufacturer's
recommendations for efficient operation (consisteith the requirements for the annual tune-up in
provision21 below) once each calendar year.

21.

In accordance with DEP Approval #1-B-94-021 (1044/8nd 310 CMR 7.19(6)(a), tune each boiler
annually according to the procedure detailed in GMR 7.19(6)(a) 1. thru 12.

22.

In accordance with DEP Approval #1-B-94-021 (1043/8nd 310 CMR 7.19(6)(b), at least once per
month verify that the settings determined duringtime-up have not changed.

23.

In accordance with DEP Approval #1-B-94-021 (1043/ontinuously monitor and record the fuel
consumption of each unit.

24,

In accordance with 310 CMR 7.04(2)(a), ensure thilebstack is equipped with a smoke density
sensing instrument and recorder which are propedintained in an accurate operating condition,
operates continuously and is equipped with an de@ilarm to signal the need for combustion
equipment adjustment or repair when the smoke tleisst No. 1 of "the Chart". Such smoke densit
equipment shall be available for inspection at@aable times by a representative of MassDEP.

25.

In accordance with DEP Approval #1-B-94-021 (1043/9nonitor the hours of operation of this engi

ne.

10

26.

In accordance with 310 CMR 7.18(8)(h), upon reqbg¥lassDEP, perform or have performed tests to

demonstrate compliance. Testing shall be conduntadcordance with a method approved by
MassDEP and EPA.

12
13

27.

In accordance with 310 CMR 7.26(42)(e)2., MassDER require emission or other monitoring to
assure compliance with the requirements of 301 GVEB(42).

28.

In accordance with 310 CMR 7.26(42)(d)1.and 40 GBRI209(a), a non-turnback hour counter shgll

be installed, operated and maintained in good wgrkirder on each engine.

29.

In accordance with 310 CMR 7.26(42)(e)3., any testvhen required shall comply with the following:

a. Tests to certify compliance with emission lirtidas must be performed in accordance with EPA
reference Methods, California Air Resources Boarthidds approved by EPA, or equivalent
methods as approved by MassDEP and EPA.

b. Particulate matter from liquid fuel reciprocatieangines shall be determined using Method 8178
of the International Organization for Standardizati

c. Testing shall be conducted at the full desigmllof the emergency engine

d. MassDEP may require emission or other testiragture compliance with the emission limitationg
fuel requirements.

or

©O©o0o~NO

11

13

30.

In accordance with 310 CMR 7.05(1)(a)2. And 7.0@&pdix C(9)(b), monitor the sulfur content of
each new shipment of #2 fuel oil received. Compgigawith % sulfur-in-fuel requirements can be
demonstrated through testing (testing certificgtimmby maintaining a shipping receipt from thelfue
supplier (shipping receipt certificatipn

The testing certificatioor shipping receipt certificatioof % sulfur-in-fuel shall document that sulfur
testing has been done in accordance with the aifdiAASTM test methods (D129-95, D1266-91,
D1552-95, D2622-92, and D4294-90 for sulfur), oy ather method approved by MassDEP and EHR

A,
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Table4d

EU# Monitoring And Testing Requirements

Facility | 31. In accordance with 310 CMR 7.13 Stack Testingduct stack testing, upon written request of
-wide MassDEP, for any air contaminant for which MassaR determined testing is necessary, to asceffain
compliance with MassDEPR'regulations or design approval provisos. All stesting shall be conduct
in accordance with 310 CMR 7.13 (1) and (2), anddoordance with the applicable procedures
specified in 40 CFR 60 Appendix A or other methioaipproved by MassDEP and EPA.

In accordance with 310 CMR 7.00 Appendix C(9)(lny amission testing to demonstrate compliange
with the allowable emission limits shall be in actance with EPA Methods 1-5 for particulate matteyr
Method 7E for NOx, Method 10 for CO, and Method® $moke/opacity, as specified in 40 CFR 60
Appendix A.

32. In accordance with 310 CMR 7.71(1) and Appendix)@&ablish and maintain data systems or recprd
keeping practices (e.g. fuel use records, SF6 usagementation, Continuous Emissions Monitoring
System) for greenhouse gas emissions to ensureliame with the reporting provisions of M.G.L. ¢
21N, the Climate Protection and Green Economy 8ct2008, c. 298, § 6. (State only requirement
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Tableba

EU# Record Keeping Requirements

1. In accordance with DEP Approval #1-B-94-021 (104/8nd 310 CMR 7.19(13)(d)3., maintain daily
records for each unit of the fuel type(s) burneshtitontent of each fuel, total heating value effttel
consumed, actual emission rate, and the allowabisséon rate.

2. In accordance with DEP Approval #1-B-94-021 (1043/8nd 310 CMR 7.19(13)(d)1., maintain a recdrdli
measurements, performance evaluations, calibratienks, and maintenance or adjustments for each. CHM

WN -

3. In accordance with DEP Approval #1-B-924 (10/4/94), continuously record the fuel constiompof eacl|
unit.

4. In accordance with DEP Approval #1-B-94-021 (1043/dor CEMs), and DEP Approval #1-P-93-035
(2/8/94; amended 2/14/94) and 310 CMR 7.00 Appefadi0) (for COMSs), keep daily records of:
a. CEMs/COMs data of flue gas emissions of NOx, CO,,G@| consumption, MW, and opacity.
b. calibration reports for NOx, CO and ¢@nalyzers and opacity meters.
c. excess emissions of NOx, CO and opacity.
d. the number and duration of all excess emissioriaditg those attributable to startups/shutdowns apnd

malfunctions.

e. the reasons for and corrective actions taken fppariods of excess emissions or equipment malfurgt
f. all periods that CEMs and COMSs are unavailable,thadeasons for the unavailability.

5. In accordance with DEP Approval #1-B-94-021 (1043/8nd 310 CMR 7.19(13)(b)10. (for CEMSs), and
DEP Approval #1-P-93-035 (2/8/94; amended 2/14#w) 310 CMR 7.00 Appendix C(10) (for COMSs),
maintain records of % availability of NOx, CO, €énd opacity monitors sufficient to demonstrate
compliance with the “hours per day”, “days per nidpand/or “hours per quarter” data capture
requirements in Table 4a.

6. In accordance with DEP Approval #1-B-94-021 (10#&/#naintain quarterly records of the results béwinder
gas audits (CGAs) and relative accuracy test a(RAFAs) performed on the NOx, CO and OCEMs.

7. Inaccordance with 40 CFR §60.334(h)(4) and a eostampling schedule approved in EPA Permit
Number 002-042-MA-01 (as amended 11/2/81), mairadifte of the certificates of analysis for each
analysis (sulfur content analysis done semiann@alty heating value done quarterly) of natural gas
supplied to the facility.

8. In accordance with 40 CFR 8§60.334(h)(4) and a ecastampling schedule approved in EPA Permit Nu
002-042-MA-01 (as amended 11/2/81), DEP ApprovaB#34-021 (10/4/94and 310 CMR 7.00 Append
C(9)(b)2., maintain a file of the certificates afadysis which shall document the sulfur conterttogien
content and higher heating value for each shiproE# fuel oil received at the facility

9. Comply with all applicable recordkeeping requiretsesontained in 40 CFR 60 and 310 CMR 7.32.

10. In accordance with 310 CMR 7.32, maintain recosieeguired by the Massachusetts Clean Air Interstat
Rule (CAIR).

gabhwnN B

11. In accordance with DEP Approval #1-B-94-021 (1043/9naintain daily records of the following:
5 a. water-to-fuel ratio and fuel consumption,

b. all periods of excess emissions of NOx includingqas due to startup/shutdown or malfunctions, apd
c. the reasons for and the corrective action takemarfigrperiods of excess emissions.

12. In accordance with DEP Approval #PV-78-C-004 (173)/and 40 CFR Part 60, Subpart GG, operate for
each unit a continuous recording system (accucatégthin £5%) for the fuel consumption and the oadf
water to fuel being fired in each unit.

13. In accordance with DEP Approval #PV-78-C-004 (173)/and 310 CMR 7.00 Appendix C(10), maintai
the daily records of the following:
a. opacity monitor recordings,
b. all periods of excess emissions of opacity inclggiariods due to startup/shutdown or malfunctiand,
c. the reasons for and the corrective action td@eany periods of excess emissions.

=
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Table5b

EU# Record Keeping Requirements

6 14. In accordance with DEP Approval #1-B-94-021 (1043/9naintain daily records of fuel consumption.

15. In accordance with DEP Approval #1-B-821 (10/4/94), continuously record the fuel constiompof eacl|
unit.

16. In accordance with DEP Approval #1-B-94-021 (104/8nd 310 CMR 7.19(6)(b), maintain for five
years the records of the results and data froratineal tune-up.

17. In accordance with 310 CMR 7.19(6)(b), maintainffee years the records of the monthly verification
that the settings determined during the tune-u mt changed.

18. In accordance with 310 CMR 7.04(4)(a), maintairords of the results of the inspection, maintenaand
annual testing required by this Regulation and| siwadt these results conspicuously on or near dilerb

19. In accordance with 310 CMR 7.00 Appendix C(10)(baintain records of all smoke density indicator
charts and supporting information on-site for aqukof at least five years from the date of the
measurement or initial operating permit application

8 20. In accordance with DEP Approval #1-B-94-021 (104}/9naintain weekly records of the hours of
operation for the engine.

8 21. In accordance with 310 CMR 7.02(8)(i)3, maintainsite the following records for the engine:

9 a. Information on equipment type, make and model,raadimum power input/output; and

11 b. A monthly log(s) of hours of operation, gallonsfoél used, fuel type and heating value, and a nigngh
calculation of the total hours operated and gallfifsiel used in the previous 12 months; and

c. Purchase orders, invoices, and other documentspiaost information in the monthly log.

10 | 22. In accordance with 310 CMR 7.03(6), establish aaihtain a recordkeeping system on-site and in
sufficient detail to document the date of consinrctsubstantial reconstruction or alteration drat the
respective emission rates, operational limitati@ugjipment specifications and other requirementsyaunt
to 310 CMR 7.03 are met. All records shall be rmaied up-to-date such that year-to-date infornmaiso
readily available for Department examination.

23. In accordance with alternative recordkeeping iteesgiested by the permittee and 310 CMR 7.00
Appendix C(10)(b), prepare and maintain recordgcatihg that the solvent reservoir (35 gallon cétyac
for each degreaser (parts washer) is not changemhane than twice per calendar month.
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Table5c

EU#

Record Keeping Requirements

12
13

24.

in

In accordance with 310 CMR 7.26(42)(f), the owneoperator shall maintain the records described

310 CMR7.26(42)(f)1. through 4. as specified bel®uch records shall be maintained on site and

shall be made available to MassDEP or its desigpee request. The owner or operator shall certifly

that records are accurate and true in accordanbe3@l CMR 7.01(2)(a) through (c).

a.Information on equipment type, make and model,rated power output; and

b.A monthly log of hours of operation, fuel type hiegtvalue and sulfur content for fuel oil. A
monthly calculation of the total hours operatethia previous 12 months; and

c. Purchase orders, invoices, and other documentshtantiate information in the monthly log; and

d. Copies of certificates and documents from the meatufer related to certificates.

25.

In accordance with 310 CMR 7.00 Appendix C(10)(bgord the certification from the fuel supplier fpr

each shipment of #2 fuel oil to be used which sihallude the following information:

a.The name of the oil supplier;

b.Percent sulfur content (by weight); and

c. The location where the sample was drawn foryaigto determine the sulfur content of the oil,
specifically including whether the oil was sampéddelivered to the affected facility or whether
the sample was drawn from oil in storage at thewilplier’s or oil refiner’s facility or other
location. As an alternative, MMWEC may elect talgue the oil immediately after the fuel storage
tank is filled and before any oil is combusteddach new shipment according to methods approved
by the MassDEP. These records shall be maintainesite.

Facility
-wide

26.

In accordance with 310 CMR 7.00 Appendix C(10)(baintain records of all monitoring data and
supporting information on-site for a period of @t five years from the date of the monitoring gam
measurement, report or initial operating permitli@ggtion.

27.

In accordance with 310 CMR 7.12(3)(b), maintainiesmf Source Registration and other informatign
supplied to the Department to comply with 310 CMR27 which shall be retained by the facility
owner or operator for five years from the dateudmittal.

28.

In accordance with 310 CMR 7.71 (6) b. and c. retaithe facility for five years and make available
to MassDEP upon request copies of the documentafitire methodology and data used to quantify
emissions. (State only requirement)
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Table6a

EU# Reporting Requirements(!)

1. Inaccordance with DEP Approval #1-B-94-021 (1044/810 CMR 7.19(13)(d)2., and 310 CMR 7.00
Appendix C(10), submit a report to MassDEP and ERflonal office by the 30day of the month
following the preceding calendar year quarter. fidport shall, as a minimum, include:
a.the date and time of commencement and completi@acii period of excess emission and the
magnitude of the excess emissions for each hour;

b.identification of the suspected reason for the sgx@missions and any corrective action taken;

c.the date and time that any CEMs stopped collectitigl data and when it started to collect validadat
again, except for zero and span checks;

d.the nature and date of system repairs

e.the total number of fired hours for each unit;

f. a summary of any excursions caused by startupgdstunt and malfunctions;

g.a summary of the daily, monthly and quarterly aafaility of the NOx, CO, C@and opacity analyzers
each unit and an explanation of any period(s) whinés not meet the applicable requirement;

h.summary results of any applicable quality assuraestng (i.e., CGA, RATA).

WN -

2. Inaccordance with an alternative monitoring sckedpproved by USEPA on April 7, 2005 (in accor@anc
with 40 CFR 60.13(i)(2)), comply with all reportimgquirements for all quarters regardless of hoftirs
operation.

4 3. In accordance with DEP Approval #1-B-94-021 (104/310 CMR 7.19(13)(d)2., and 310 CMR 7.00

5 Appendix C(10), submit a report to MassDEP and ERflonal office by the 30day of the month

following the preceding calendar year quarter. fidgort shall, as a minimum, include:

a.the date and time of commencement and completi@acii period of excess emission and the
magnitude of the excess emissions for each hour;

b.identification of the suspected reason for the sg@missions and any corrective action taken;

c.the date and time that any CEMs stopped collewtitid data and when it started to collect valichdagain;

d.the nature and date of system repairs;

e.the total number of fired hours for each unit; and

f. a summary of any excursions from permitted emisdimrels (as measured by the CEMs and COMs)
including those caused by startup, shutdown anflinelibns, and an explanation of these excursions.

4. In accordance with 310 CMR 7.19(13)(d)9., submihpbance records within ten days of written
request by MassDEP or EPA.

5.  Comply with all applicable reporting requiremergsi@ined in 40 CFR 60 and 310 CMR 7.32.

gabhwnN B

6. In accordance with 310 CMR 7.32, submit reporteegsiired by the Massachusetts Clean Air Interstaje
Rule (CAIR).

7. Report NQ emissions data directly to EPA's National Comp@enter mainframe computer in a method
acceptable to EPA. The deadline to submit dat®P®i& 30 days after the end of each calendar quarte

8. Provide notification of QA testing for Relative Agacy Test Audits (RATAs) and 40 CFR Part 75
Appendix E/LME (Low Mass Emission) unit tests. Nigttion must be made at least 21days prior to the
scheduled test date to the EPA as required by 40761 and to the DEP Regional office, Attn: BWP
Permit Chief. If tests must be rescheduled, 24d0antice must be given, as specified in 40 CFR
75.61(a)(5).

A previously approved RATA protocol may be refereth@t the time of test notification provided tha t
referenced protocol was completed in accordande auitrent 40 CFR Part 75 procedures, addresses|gall
previous DEP protocol comments to the satisfaabiotie DEP, and none of the information has changed
If a revised protocol must be submitted, it mussblemitted at least 21 days prior to the schedigisd
date.
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Table6b

EU#

Reporting Requirements?

gabhwnNBE

Submit a hardcopy of the QA RATA or 40 CFR PariAppendix E/LME test results to the DEP

Regional offices within 45 days of completion oftee The electronic results must be submittedeén fh

quarterly electronic data report (EDR).

10.

Report results from QA daily Calibrations, quandrinearity checks and Appendix D Fuel Flow-
meter tests electronically in the EDR submittaltfer quarter in which the testing occurs.

11.

In accordance with 310 CMR 7.02(8)(i)4., make alaié the monthly log(s) and records establishgd

under 310 CMR 7.02(8)(i)3. to MassDEP or its desggupon request. The owner or operator sha
certify that the log is accurate and true in acaaog with 310 CMR 7.01(2).

10

12.

In accordance with 310 CMR 7.03(5) report to MasBRIBy construction, substantial reconstructig
or alteration, as described in 310 CMR 7.03, omidw required source registration.

12
13

13.

In accordance with 310 CMR 7.26(42)(f), make a\@@ahe monthly log(s) and records establishe,
under 310 CMR 7.26(42)(f) to MassDEP or its deségngon request. The owner or operator shall
certify that the log is accurate and true in acaaog with 310 CMR 7.01(2).

j=

Facility-
wide

14,

Submit a Source Registration/Emission StatememnRFomMassDEP on an annual basis as required by

310 CMR 7.12.

15.

In accordance with 310 CMR 7.13(1) and 7.13(2)etermined by MassDEP that stack testing is
necessary to ascertain compliance with MassDEBdatons or design approval provisos shall caus
such stack testing to be summarized and submitkthssDEP as prescribed in the agreed to pretes
protocol.

16.

In accordance with 310 CMR 7.00 Appendix C(10)(a) hsitito MassDEI any record relevant to th
operating permit or to the emissions of any airtaorinant from the facility within 30 days of thegreg
by MassDEP or EPA.

17.

In accordance with 310 CMR 7.00: Appendix C(10){a®, Permittee shall report a summary of all
monitoring data and related supporting informatmiMassDEP at least every six months (January 3
and July 30 of each calendar year).

18.

Submit Annual Compliance report to MassDEP and B Aanuary 30 of each year and as requirg
by General Condition 10 of this Permit.

19.

In accordance with 310 CMR 7.71(5), by Apri™2010 and April 15 of each year thereafter repoit

emissions of greenhouse gases from stationary mmsssources including, but not limited to,
emissions from factory stacks, manufacturing preesand vents, fugitive emissions, and other
process emissions; and owned or leased motor eshidhen stationary source greenhouse gas
emissions are greater than 5,000 short tons CB2port greenhouse gas emissions electronically
a format that can be accommodated by the regi@tsite only requirement)

n

20.

In accordance with 310 CMR 7.71(6), certify greamegas emissions reports using a form provig
by MassDEP or the registry. (State only requirenent

ed

21.

In accordance with 310 CMR 7.71(7), by Decembér &the applicable year submit to MassDEP
documentation of triennial verification of the gnbeuse gas emissions report. (State only

requirement)

Table 6 Foot Notes:
The annual Source Registration/Emission Statensegmrt shall be submitted to the DEP office spedifiethe
instructions All other reports, including both 6-month summary reports, are to be submitted to the Western Regional

1)
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Office.

C. GENERAL APPLICABLE REQUIREMENTS

The Permittee shall comply with all generally apglile requirements contained in 310 CMR 7.00 et
seg. and 310 CMR 8.00 et. Seq., when subject.

©

REQUIREMENTS NOT CURRENTLY APPLICABLE

The Permittee is currently not subject to the feif@ requirements:

Table7

Regulation Reason

310 CMR 7.27 Superseded by 310 CMR 7.28 and 7.32

310 CMR 7.28 As of January 1, 2009, this regulation is no loraggglicable; it was
superseded by 310 CMR 7.32.

40 CFR Part 64 —Compliance Assurance |Not applicabl
Monitoring

40 CFR 63 Subpart T: National Emission |Not applicabl
Standards for Halogenated Solvent Cleanjng

310 CMR 7.16: Reduction of Single OccupdRacility employs fewer than 250 people.
Commuter Vehicle Use
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5.

SPECIAL TERMS AND CONDITIONS

The Permittee is subject to and shall comply withfbllowing special terms and conditions thatraoe
contained in Table 3, 4, 5, and 6:

Table 8a

Special Termsand Conditions

WN -

In accordance with DEP Approval #1-B-94-021 (10#/@mended 10/18/95) and 310 CMR 7.19(7)(a)3.,
exclude periods of start-up, shut-down, or malfiomcfrom the calculation to determine the calendiay-
average NOx and CO emissions from the affectedugbmes, provided that the duration of start-upts
down, or malfunction shall not exceed three (3)rbqer occurrence. The definitions of start-up tstown,
and malfunction are those which are found in 40 GBR.

(G208 %

In accordance with DEP Approval #1-B-94-021 (ameedtdated 10/18/95), adhere to the emission limits
Table 3 except for periods of start-up, shut-dosmmalfunction provided that the duration of stapt-shut-
down, or malfunction shall not exceed one (1) hmaroccurrence. The definitions of start-up, shadl,

and malfunction are those which are found in 40 GBR.

b wWwNE

EU # 1,2,3,4 and 5 are subject to the federal Statsdof Performance for Stationary Gas TurbinesCBR
Part 60.330 through 60.335 and shall comply witlapplicable standards.

EU # 1,2,3,4 and 5 are subject to and shall comly the Massachusetts Clean Air Interstate RulslRj,
310 CMR 7.32, and has submitted a CAIR emissionrobapplication pursuant to 310 CMR 7.32(3).

The owner/operator dEU#1 2,3,4 and 5 arsubject to the Massachusetts LfBudget Trading Program, 3
CMR 7.70 and shall comply with all applicable regunients therein. In accordance with 310 CMR 7.76]3)hq
CO, authorized account representative shall subrmitnaptete CQ budget emission control plan under 310 ¢
7.70(3)(c) covering EU#1 2,3,4 and 5 to MassDEBrdpefore August 1, 2008.

In accordance with DEP Approval #PV-80-C-015 (219/®nly operate one of these units at a time.

[
_b\lc)\lc)

EU #6,7 and 14 are subject to the National EmisSimmdards for Hazardous Air Pollutants for Indaktr
Commercial, and Institutional Boilers and Processatdrs, 40 CFR Part 63.7480 through 63.7575 aait sh
comply with all applicable standards no later thtaee years after the date of publication in thedral
Registrar.

© 00

In accordance with 310 CMR 7.02(8)(i)2., operat=ehgine no more than a total of 300 hours perralfigig

12 month period, and only during:

a. The normal maintenance and testing procedure asnreended by the manufacturer, and

b. Periods of electric power outage due to failurénefgrid, in whole or in part, onsite disasteraloc
equipment failure, flood, fire or natural disastand

¢c. When the imminent threat of a power outage is Yikkle to failure of the electrical supply or when
capacity deficiencies result in a deviation of &gkt from the electrical supplier to the premise3%f
above or 5% below standard voltage, or periodsndusihich the regional transmission organization
directsthe implementation of voltage reductions, voluntad curtailments by customers, or automat

manual load shedding within Massachusetts in resptmunusually low frequency, equipment overlogd,

capacity or energy deficiency, unacceptable voltagels, or other emergency conditions.

In accordance with 40 CFR 63.6590(b)(3)(iii), ams8rg emergency stationary RICE with a site ratifignore
than 500 brake horsepower located at a major sairdéd\P emissions does not have to meet the reonaings
of 40 CFR Part 63, Subpart ZZZZ and of 40 CFR Barbubpart A including initial notification requirents
of 40 CFR 63.6645(f).
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Table8b

Special Termsand Conditions

©

10.

In accordance with 40 CFR 63.6640(f)(2)(i) thro\j, operate the engine according to the condaio
described in 40 CFR 63.6640(f)(2)(i) through (ilf)you do not operate the engine according to the
requirements in 40 CFR 63.6640(f)(2)(i) through,(&s specified in a. through c. below, the engiuilenot
be considered an emergency engine under this didopédmvill need to meet all requirements for non-
emergency engines.

a. There is no time limit on the use of emergencyiatary RICE in emergency situations.

b. You may operate your emergency stationaryBRif® the purpose of maintenance checks and ressl|nhe

testing, provided that the tests are recommendetéynanufacturer, the vendor, or the insurance
company associated with the engine. Required tesfisuch units should be minimized, but thereois

n

time limit on the use of emergency stationary Ri@Emergency situations and for routine testing ajnd

maintenance.
c. You may operate your emergency stationaryBRte an additional 50 hours per year in non-em&ngm
situations. The 50 hours per year for non-emergsitagtions cannot be used for peak shaving or t
generate income for a facility to supply power tioedectric grid or otherwise supply power as pad o
financial arrangement with another entity.

10

11.

In accordance with 301 CMR 7.18(1)(c), store arsghase of volatile organic compounds (VOCs) in a
manner which will minimize evaporation to the atpiosre. Proper storage shall be in a containeravith
tight fitting cover. Proper disposal shall includeineration in an incinerator approved by MassDEP
transfer to another person licensed by MassBHRndle VOC, or any other equivalent method aygaidoy
MassDEP.

12,

In accordance with 310 CMR 7.18(8)(a)1., use sdliethe cold cleaning degreaser which has a v

pressure that does not exceed 1.0 mm Hg measup@ddsigrees Celsius. This requirement shall nplyap

to the following:

a. cold cleaning degreasers used in special and estspiwent metal cleaning;

b. cold cleaning degreasers for which the owner oratpe has received Department approval of a
demonstration that compliance with the requirentenise a solvent with a vapor pressure of 1.0 mi
or less at 20 degrees Celsius will result in unsaferating condition; and

c. cold cleaning degreasers that are located in agrexmi total enclosure having control equipmentighat

designed and operated with an overall VOC conffadiency of 90% or greater.

13.

In accordance with 310 CMR 7.18(8)(a)2., immediatepair any leaks, or the degreaser shall beddwn.,

14.

In accordance with 310 CMR 7.18(8)(a)3., ensura¢neote solvent reservoir has an open drain assa le
than 100 square centimeters, otherwise the regaimesof 310 CMR 7.18(8)(a)3.a.-e. shall apply.

15.

In accordance with 310 CMR 7.18(8)(e)1. througb&rate any solvent metal degreaser using procxedt"re

which minimize evaporative emissions and prohipilis from the use of said degreaser. Such praeedu

include but are not limited to:

a. notification to operators of the performance reguients that must be practiced in the operatiohef
degreaser, including the permanent and conspiquosting of labels in the vicinity of the degreaser
detailing performance requirements; and

b. storage of waste degreasing solvent in closed et and disposal or transfer of waste degreasirg

solvent to another party, in a manner such thattlesn 20% of the waste degreasing solvent by wejgh

can evaporate in to the atmosphere; and

c. where applicable, supplying a degreasingestlspray which is a continuous fluid stream @f{ite,
atomized or shower type spray) at a pressure wdoels not exceed ten pounds per square inch as
measured at the pump outlet, and use any such sfifsip the confines of the degreaser.

16.

In accordance with 310 CMR 7.18(8)(f), maintaintémsaneous and continuous compliance at all times

11

17.In accordance with 310 CMR 7.03(10)(a)2., ensueeetingine is equipped with an exhaust silencera th

sound emissions do not cause or contribute to ditton of air pollution.

18.In accordance with 310 CMR 7.03(10)(a)3, ensurettf@engine utilizes an exhaust stack that diggsso

as to not cause or contribute to a condition opalfution.
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19.

In accordance with 310 CMR 7.03(10)(a)4., operageeingine no more than a total of 300 hours per an

rolling 12 month period, and only during:

a. The normal maintenance and testing procedure asnreended by the manufacturer, and

b. Periods of electric power outage due to failuréhefgrid, in whole or in part, onsite disasteraloc
equipment failure, flood, fire or natural disastand

c. When the imminent threat of a power outage is Vikkle to failure of the electrical supply or when
capacity deficiencies result in a deviation of agk from the electrical supplier to the premise3%f
above or 5% below standard voltage, or periodsndusihich the regional transmission organization
directs the implementation of voltage reductiomdumtary load curtailments by customers, or autionat
or manual load shedding within Massachusetts ipaiese to unusually low frequency, equipment
overload, capacity or energy deficiency, unaccdptabltage levels, or other emergency conditions.

20.

In accordance with 40 CFR 63.6640(f)(2)(i) thro\j, operate the engine according to the condaio
described in 40 CFR 63.6640(f)(2)(i) through (ilf)you do not operate the engine according to the
requirements in 40 CFR 63.6640(f)(2)(i) through,(&s specified in a. through c. below, the enguilenot
be considered an emergency engine under this didopédmvill need to meet all requirements for non-
emergency engines.

a. There is no time limit on the use of emergencyiatary RICE in emergency situations.

b. You may operate your emergency stationary RtiEEhe purpose of maintenance checks and readin
testing, provided that the tests are recommendetéynanufacturer, the vendor, or the insurance
company associated with the engine. Required tesfisuch units should be minimized, but thereois
time limit on the use of emergency stationary Ri@Emergency situations and for routine testing ar
maintenance.

c. You may operate your emergency stationary RELE&n additional 50 hours per year in non-
emergency situations. The 50 hours per year foramargency situations cannot be used for peak
shaving or to generate income for a facility toygower to an electric grid or otherwise supply
power as part of a financial arrangement with a@oémntity.

[@ng;

11
12
13

21.

In accordance with 40 CFR 63.6590(b)(1)(i), a neverency stationary RICE with a site rating of more
than 500 brake horsepower located at a major saifddP emissions does not have to meet the
requirements of 40 CFR Part 63, Subpart ZZZ7Z adDoEFR Part 63 Subpart A except for the initial
notification requirements of 40 CFR 63.6645(f).

12
13

22.

EU #12 and #13 are subject to the Standards obeaihce for Stationary Compression Ignition Intérna
Combustion Engines 40 CFR 60.4200 through 60.4281%hall comply with all applicable requirements

23.

In accordance with 310 CMR 7.26(42)(d)2., eachrenghall be operated and maintained in accordaithe v
the manufacturer's recommended operating and nm@inte procedures.

24,

In accordance with 310 CMR 7.26(42)(d).3., eachrengnd its associated equipment shall be consttyct
located, operated and maintained in a manner t@lgonith the requirements of 310 CMR 7.1MNbise.

25.

In accordance with 310 CMR 7.26(42)(d)4.a., eagfirenshall utilize an exhaust stack that dischasges
as to not cause a condition of air pollution (31MRC7.01(1)). Exhaust stacks shall be configured to
discharge the combustion gases vertically and sioalbe equipped with any part or device that igstr
the vertical exhaust flow of the emitted combustiases, including but not limited to rain proteatio
devices “shanty caps” and “egg beaters”. Any eimissnpacts of exhaust stacks upon sensitive recept]
including, but not limited to, people, windows asmbrs that open, and building fresh air intaked! &lea
minimized by employing good air pollution contraiggneering practices. Such practices include witho
limitation:
a. Avoiding location that may be subject to downwagthe exhaust; and
b. Installing stack(s) of sufficient height in locat®that will prevent and minimize flue gas impagten
sensitive receptors.

(D
[9)]
(7]
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26.

In accordance with 310 CMR 7.26(42)(d)4.c., eadjirenwith a rated power output equal to or greater
than one megawatt shall be equipped with a stattkavminimum stack height of 1.5 times the height o
the building on which the stack is located. If gtack is lower than 1.5 times the building heighlower
than the height of a structure that is within 5Lthoef stack (5L being five times the lesser of theght or

maximum projected width of the structure), an EPddegline air quality model shall be run to documenf

that the operation of the applicable emergencyrengiill not cause an exceedance of any National
Ambient Air Quality Standard.

27.

In accordance with 40 CFR 60.4207, beginning Oatdb@010, owners and operators of stationary
compression ignition internal combustion engindgett to 40 CFR Part 60 Subpart 1111 with a
displacement of less than 30 liters per cylindat tise diesel fuel must purchase diesel fuel tlestsihe
requirements of 40 CFR 80.510(b) for nonroad diassl

28.

In accordance with 40 CFR 60.4211(a):

a. operate and maintain each engine according to #mufacturer’'s emission-related written
instructions;

b. change only those emission —related settings tegtermitted by the manufacturer; and

c. meet the requirements of 40 CFR Parts 89, 94 ai@@8, as they apply to you.

29.

In accordance with 40 CFR 60.4211(f), emergencyostary ICE may be operated for the purpose of
maintenance checks and readiness testing, proth@g¢dhe tests are recommended by Federal, Stéveady|
government, the manufacturer, the vendor, or therance company associated with the engine.
Maintenance checks and readiness testing of suthistimited to 100 hours per year. There isinuet
limit on the use of emergency stationary ICE in egaacy situations. The owner or operator may [etithq
USEPA and MassDEP for approval of additional haarse used for maintenance checks and readines
testing, but a petition is not required if the owneoperator maintains records indicating thatefal] State
or local standards require maintenance and tesfiegnergency ICE beyond 100 hours per year. Emexg
stationary ICE may operate up to 50 hours per iyeaon-emergency situations, but those 50 hours are
counted towards the 100 hours per year providedhintenance and testing. The 50 hours per yeardioi|
emergency situations cannot be used for peak shpavito generate income for a facility to supplyveo to
an electric grid or otherwise supply non-emerggmayer as part of a financial arrangement with a@oth
entity. For owners and operators of emergency @sgiany operation other than emergency operation,
maintenance and testing, and operation in non-eeneggsituations for 50 hours per year, as permitted
this section, is prohibited.

S

11
]

30.

In accordance with 40 CFR 60.4211(g)(3), if youndt install, configure, operate, and maintain yengine
and control device according to the manufactusrssion-related written instructions, or you chang
emission-related settings in a way that is not figechby the manufacturer, you must demonstrate
compliance as follows: you must keep a maintengiere and records of conducted maintenance and m
to the extent practicable, maintain and operatetiggne in a manner consistent with good air piolfut
control practice for minimizing emissions. In adlmlit, you must conduct an initial performance test t
demonstrate compliance with the applicable emissiandards within 1 year of startup, or within &iye
after an engine and control device is no longemllesd, configured, operated, and maintained iroet@nce
with the manufacturer's emission-related writtestrinctions, or within 1 year after you change eioiss
related settings in a way that is not permittedh®ymanufacturer. You must conduct subsequent
performance testing every 8,760 hours of engineatjpm or 3 years, whichever comes first, theredéie
demonstrate compliance with the applicable emissiandards.

ust,
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31.

In accordance with 40 CFR 60.4212(c), exhaustsonis from stationary CI ICE that are complyinghwit
the emission standards for new Cl engines in 40 8%:R12 or 40 CFR 94.8, as applicable, must not
exceed the not-to-exceed (NTE) numerical requirgshyeaunded to the same number of decimal place
the applicable standard in 40 CFR 89.112 or 40 %R, as applicable, determined from the following
equation:

NTE requitem ent for each pollatant = (1 25) = (ETIN Eg. 17
Where:

STD = The standard specified for that pollutard@CFR 89.112 or 40 CFR 94.8, as applicable.
Alternatively, stationary CI ICE that are complyinith the emission standards for new Cl engine#in
CFR 89.112 or 40 CFR 94.8 may follow the testingcpdures specified in §60.4213 of this subpart, as
appropriate.

°
QD
(7]

32.

In accordance with 40 CFR 63.6640(f)(1)(i) thro(i, operate the engine according to the condgio
described in 40 CFR 63.6640(f)(1)(i) through (ilf)you do not operate the engine according to the
requirements in 40 CFR 63.6640(f)(1)(i) througij,(the engine will not be considered an emergeamyine
under this subpart and will need to meet all regqunts for non-emergency engines.

a. There is no time limit on the use of emergencyiatary RICE in emergency situations.

b. You may operate your emergency stationary RICEHerpurpose of maintenance checks and readir
testing, provided that the tests are recommenddeedgral, State or local government, the manufact
the vendor, or the insurance company associatédthgtengine. Maintenance checks and readinesg
testing of such units is limited to 100 hours peary The owner or operator may petition the

eSS

Administrator for approval of additional hours te bised for maintenance checks and readiness testing

but a petition is not required if the owner or @ier maintains records indicating that FederalteStar
local standards require maintenance and testiegnefgency RICE beyond 100 hours per year.

c. You may operate your emergency stationaryERI@ to 50 hours per year in non-emergency

situations, but those 50 hours are counted towaed400 hours per year provided for maintenance and

testing. The 50 hours per year for non-emergertoptsbns cannot be used for peak shaving or to
generate income for a facility to supply power toegectric grid or otherwise supply power as péd o
financial arrangement with another entity; excéjpt bwners and operators may operate the emerge
engine for a maximum of 15 hours per year as datdemand response program if the regional
transmission organization or equivalent balancitp@rity and transmission operator has determinec
there are emergency conditions that could leadgotantial electrical blackout, such as unusuaily |
frequency, equipment overload, capacity or enegficigncy, or unacceptable voltage level. The
engine may not be operated for more than 30 mimuries to the time when the emergency condition
expected to occur, and the engine operation muttrb@nated immediately after the facility is nad
that the emergency condition is no longer immin&he 15 hours per year of demand response
operation are counted as part of the 50 hours efatipn per year provided for non-emergency
situations. The supply of emergency power to anathéty or entities pursuant to financial
arrangement is not limited by 40 CFR 63.6640 ({){i) as long as the power provided by the finahci
arrangement is limited to emergency power.

ncy

S

11
12
13

33.

EU #8, 9, 11, 12 and 13 are subject to the NatiBnaission Standards for Hazardous Air Pollutants fo
Stationary Reciprocating Internal Combustion Engi#@ CFR Part 63.6580 through 63.6675 and shall
comply with all applicable requirements.
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Facility |34. The Permittee is subject to, and has stated in @yerating Permit application, that the Permitteia
-wide compliance with the requirements of 40 CFR 82: &rtidn of Stratospheric Ozone. These
requirements are applicable to this facility anel thmited States Environmental Protection Agency
enforces these requirements.

CFR = Code of Federal Regulations
RICE = Reciprocating Internal Combustion Engine
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6. ALTERNATIVE OPERATING SCENARIOS

The Permittee did not request alternative operatiegarios in its Operating Permit application.

1. EMISSIONS TRADING

A. INTRA-FACILITY EMISSION TRADING

The Permittee did not request intra-facility enmssitrading in its Operating Permit application.

INTER-FACILITY EMISSION TRADING

|0

The Permittee did not request inter-facility enmssitrading in its Operating Permit application.

8. COMPLIANCE SCHEDULE

The Permittee has indicated that the facility isampliance and shall remain in compliance with the
applicable requirements contained in Sections 45and

In addition, the Permittee shall comply with anypligable requirements that become effective dutimey
Permit term.
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GENERAL CONDITIONS FOR OPERATING PERMIT
0. FEES

The Permittee has paid the permit application msiog fee and shall pay the annual compliancenfee i
accordance with the fee schedule pursuant to 318 €MO.

10. COMPLIANCE CERTIFICATION

All documents submitted to the MassDEP shall cortattification by the responsible official of tnut
accuracy, and completeness. Such certificatiolh lstan compliance with 310 CMR 7.01(2) and contai
the following language:

"I certify that | have personally examined the fpig and am familiar with the information contadrie
this document and all attachments and that, basedyanquiry of those individuals immediately
responsible for obtaining the information, | beéidhat the information is true, accurate, and cetapl|
am aware that there are significant penaltiesdfbrétting false information, including possibledmand
imprisonment."”

The “Operating Permit Reporting Kit” contains ingttions and the Annual Compliance Report and
Certification and the Semi-Annual Monitoring Sumgn&eport and Certification. The “Operating
Permit Reporting Kit" is available to the Permitiea the MassDEP’s web site,
http://www.mass.gov/dep/air/approvals/agforms.htm#o

A. Annual Compliance Report and Certification

The Responsible Official shall certify, annually fbe calendar year, that the facility is in
compliance with the requirements of this OperaBiegmit. The report shall be postmarked or
delivered by January 30 to the MassDEP and to #ggoRal Administrator, U.S. Environmental
Protection Agency - New England Region. The reploall be submitted in compliance with the
submission requirements below.

The compliance certification and report shall diescr

1) the terms and conditions of the Permit that ardo#tsgs of the certification;

2) the current compliance status and whether com@iaras continuous or intermittent during the
reporting period,;

3) the methods used for determining compliance, imetyé description of the monitoring, record
keeping, and reporting requirements and test meftzodi

4) any additional information required by the MassD&BEetermine the compliance status of the
source.

|oo

Semi-Annual Monitoring Summary Report and Certifma
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11.

The Responsible Official shall certify, semi-antyiah the calendar year, that the facility is in
compliance with the requirements of this Permine Teport shall be postmarked or delivered by
January 30 and July 30 to the MassDEP. The rspatt be submitted in compliance with the
submission requirements below.

The compliance certification and report shall diescr

1) the terms and conditions of the Permit that ardo#sgs of the certification;
2) the current compliance status during the repogimipd,;

3) the methods used for determining compliance, inotyd description of the monitoring, record
keeping, and reporting requirements and test method

4) whether there were any deviations during the rempperiod;

5) if there are any outstanding deviations at the tifreporting, and the Corrective Action Plan
to remedy said deviation;

6) whether deviations in the reporting period wereviongsly reported;

7) if there are any outstanding deviations at the tifmeporting, the proposed date of return to
compliance;

8) if the deviations in the reporting period have ne#a to compliance and date of such return to
compliance; and

9) any additional information required by the MassD&Betermine the compliance status of the
source.

NONCOMPLIANCE

Any noncompliance with a permit condition consétut violation of 310 CMR 7.00: Appendix C and the
Clean Air Act, and is grounds for enforcement agtior Permit termination or revocation, or for temof

an Operating Permit renewal application by the Nd&$% and/or EPA. Noncompliance may also be
grounds for assessment of administrative or ceMilgties under M.G.L. ¢.21A, 8§16 and 310 CMR 5.00;
and civil penalties under M.G.L. ¢.111, 8142A ad@RB. This Permit does not relieve the Permittemfro
the obligation to comply with any other provisiafs310 CMR 7.00 or the Act, or to obtain any other
necessary authorizations from other governmentaiags, or to comply with all other applicable Fatle
State, or Local rules and regulations, not adddeissthis Permit.

12.

A.

PERMIT SHIELD

This facility has a permit shield provided thatfiterates in compliance with the terms and
conditions of this Permit. Compliance with the teramd conditions of this Permit shall be deemed
compliance with all applicable requirements speally identified in Sections 4, 5, 6, and 7, foe th
emission units as described in the Permittee'scapioin and as identified in this Permit.

Where there is a conflict between the terms anditions of this Permit and any earlier approval or
Permit, the terms and conditions of this Permitiicdn
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B. The MassDEP has determined that the Permitted sun@ntly subject to the requirements listed
in Section 4, Table 7.

C. Nothing in this Permit shall alter or affect théldaing:

1) the liability of the source for any violation off@jzable requirements prior to or at the time of
Permit issuance.

2) the applicable requirements of the Acid Rain Pnogreonsistent with 42 U.S.C. §7401,
8408(a); or

3) the ability of EPA to obtain information under 423.C. §7401, 8114 or §303 of the Act.

13. ENFORCEMENT

The following regulations found 810 CMR 7.02(8)(h) Table 6 for wood fuel, 7.04(B))5(8), 7.09
(odor), 7.10 (noise), 7.18(1)(b), 7.21, 7.22, 7and any condition(s) designated as "state only'hate
federally enforceable because they are not requinelér the Act or under any of its applicable
requirements. These regulations and conditions@irenforceable by the EPA. Citizens may seek
equitable or declaratory relief to enforce thegpitations and conditions pursuant to Massachusetts
General Law Chapter 214, Section 7A

All other terms and conditions contained in thisnfte including any provisions designed to limit a
facility's potential to emit, are enforceable bg tMassDEP, EPA and citizens as defined under the Ac

A Permittee shall not claim as a defense in anreafoent action that it would have been necessary to
halt or reduce the permitted activity in order taimain compliance with the conditions of this Pirm

14. PERMIT TERM

This Permit shall expire on the date specifiedhendover page of this Permit, which shall not ber ldhan
the date 5 years after issuance of this Permit.

Permit expiration terminates the Permittee's rigttperate the facility's emission units, contieplipment

or associated equipment covered by this Permigsgri timely and complete renewal application is
submitted at least 6 months before the expirataia.d

15. PERMIT RENEWAL

Upon the MassDEP’s receipt of a complete and tirapflication for renewal, this facility may contato
operate subject to final action by the MassDEFherrénewal application.

In the event the MassDEP has not taken final actiothe Operating Permit renewal application pidor
this Permit's expiration date, this Permit shathae in effect until the MassDEP takes final aciorthe
renewal application, provided that a timely and ptate renewal application has been submitted in
accordance with 310 CMR 7.00: Appendix C(13).
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16. REOPENING FOR CAUSE

This Permit may be modified, revoked, reopened rarsdued, or terminated for cause by the MassDEP
and/or EPA. The responsible official of the fdgilinay request that the MassDEP terminate thatiggil
Operating Permit for cause. The MassDEP will reaqpahamend this Permit in accordance with the
conditions and procedures under 310 CMR 7.00: AgigeD(14).

The filing of a request by the Permittee for an @pieg Permit revision, revocation and reissuaace,

termination, or a natification of a planned changanticipated nhoncompliance does not stay any aiper
Permit condition.

17. DUTY TO PROVIDE INFORMATION

Upon the MassDEP's written request, the Permittal fairnish, within a reasonable time, any infotima
necessary for determining whether cause existnéaifying, revoking and reissuing, or terminatihg t
Permit, or to determine compliance with the Perroipon request, the Permittee shall furnish to the
MassDEP copies of records that the Permittee isnextjto retain by this Permit.

18. DUTY TO SUPPLEMENT

The Permittee, upon becoming aware that any reiéaets were omitted or incorrect information was
submitted in the permit application, shall promgtiyomit such supplementary facts or corrected
information. The Permittee shall also provide &ddal information as necessary to address any
requirements that become applicable to the faalfiyr the date a complete renewal application was
submitted but prior to release of a draft permit.

The Permittee shall promptly, on discovery, repmthe MassDEP a material error or omission in any
records, reports, plans, or other documents prsljigarovided to the MassDEP.

19. TRANSFER OF OWNERSHIP OR OPERATION

This Permit is not transferable by the Permittdessxdone in accordance with 310 CMR 7.00: Appendix
C(8)(a). A change in ownership or operation cdnsroonsidered an administrative permit amendrnient
no other change in the Permit is necessary anddamthat a written agreement containing a spediie
for transfer of Permit responsibility, coverage &ability between current and new Permittee, hasnb
submitted to the MassDEP.

20. PROPERTY RIGHTS

This Permit does not convey any property rightarof sort, or any exclusive privilege.

21. INSPECTION AND ENTRY

Upon presentation of credentials and other docusrenmay be required by law, the Permittee sHaWal
authorized representatives of the MassDEP, andtBRarform the following:
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A. enter upon the Permittee's premises where an opgepsErmit source activity is located or
emissions-related activity is conducted, or whes®srds must be kept under the conditions of this
Permit;

B. have access to and copy, at reasonable timeseeords that must be kept under the conditions of
this Permit;

C. inspect at reasonable times any facilities, equigrfiecluding monitoring and control equipment),

practices, or operations regulated or required i Permit; and

D. Sample or monitor at reasonable times any substamgearameters for the purpose of assuring
compliance with the Operating Permit or applicabiguirements as per 310 CMR 7.00 Appendix

C(3)(9)(12).

22. PERMIT AVAILABILITY

The Permittee shall have available at the faciityall times, a copy of the materials listed urgi€d CMR
7.00: Appendix C(10)(e) and shall provide a copthefOperating Permit, including any amendments or
attachments thereto, upon request by the MassDEP Ar

23. SEVERABILITY CLAUSE

The provisions of this Permit are severable, aaahyf provision of this Permit, or the applicatidrany
provision of this Permit to any circumstances,gkltinvalid, the application of such provision ther
circumstances, and the remainder of this Pernat| sbt be affected thereby.

24, EMERGENCY CONDITIONS

The Permittee shall be shielded from enforcemetirabrought for noncompliance with technology liise
emission limitations specified in this Permit agsult of an emergenty In order to use emergency as an
affirmative defense to an action brought for nongtiamce, the Permittee shall demonstrate the adfitra
defense through properly signed, contemporanecersitipg logs, or other relevant evidence that:

A. an emergency occurred and that the Permittee eatifidthe cause(s) of the emergency;

B. the permitted facility was at the time being prdpeperated,

! Technology based emission limits are those estwli on the basis of emission reductions achiewsittie
various control measures or process changes #ngw source performance standard) rather thae tstablished
to attain health based air quality standards.

2 An "emergency" means any situation arising fronidem and reasonably unforeseeable events beyoudritrel of
the source, including acts of God, which situati@uld require immediate corrective action to resteormal operation,
and that causes the source to exceed a technadsgy imitation under the Permit, due to unavoiglaidreases in
emissions attributable to the emergency. An enmergshall not include noncompliance to the extenised by
improperly designed equipment, lack of preventatiantenance, careless or improper operationsatypesrror or
decision to keep operating despite knowledge ofcditlyese things.
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C. during the period of the emergency, the Permitiek &ll reasonable steps as expeditiously as
possible, to minimize levels of emissions that edeel the emissions standards, or other
requirements in this Permit; and

D. the Permittee submitted notice of the emergentlyddlassDEP within two (2) business days of
the time when emission limitations were exceedexitduhe emergency. This notice must contain
a description of the emergency, any steps takemitigate emission, and corrective actions taken.

If an emergency episode requires immediate natifiodo the Bureau of Waste Site Cleanup/Emergency
Response, immediate notification to the approppatties should be made as required by law.

25. PERMIT DEVIATION

Deviations are instances where any permit conditfowiolated and not reported as an emergency
pursuant to section 24 of this Permit. Reportiqpanit deviation is not an affirmative defensedotion
brought for noncompliance. Any reporting requiretselisted in Table 6. of this Operating Permitlsha
supersede the following deviation reporting requeats, if applicable.

The Permittee shall report to the MassDEP's RepBun@au of Waste Prevention the following dewas
from permit requirements, by telephone, fax octeteic mail (e-mail) , within three (3) days okdovery
of such deviation:

A. Unpermitted pollutant releases, excess emissionpamity exceedances measured directly by
CEMS/COMS, by EPA reference methods or by othetilble evidence, which are ten percent
(10%) or more above the emission limit.

B. Exceedances of parameter limits established by @perating Permit or other approvals, where the
parameter limit is identified by the Permit or apgal as surrogate for an emission limit.

C. Exceedances of Permit operational limitations diyemrrelated to excess emissions.

D. Failure to capture valid emissions or opacity maig data or to maintain monitoring equipment
as required by statutes, regulations, your Opeyd&ermit, or other approvals.

E. Failure to perform QA/QC measures as required loy @iperating Permit or other approvals for
instruments that directly monitor compliance.

For all other deviations, three (3) day notificatie waived and is satisfied by the documentatiguired in
the subsequent Semi-Annual Monitoring Summary agudification. Instructions and forms for reporting
deviations are found in the MassDEP Bureau of WRsggention Air Operating Permit Reporting Kit,
which is available to the Permittee via the MassBERD site,
http://www.mass.gov/dep/air/approvals/agforms.htm#o

This report shall include the deviation, includthgse attributable to upset conditions as defindte
Permit, the probable cause of such deviationstladorrective actions or preventative measuresntak

Deviations that were reported by telephone, faglectronic mail (e-mail) within 3 days of discovesgid
deviations shall also be submitted in writing yia Operating Permit Deviation Report to the rediona
Bureau of Waste Prevention within ten (10) daydisovery. For deviations, which do not requirda-
verbal notification, follow-up reporting requiremsrare satisfied by the documentation requiretién t
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aforementioned Semi-Annual Monitoring Summary aedtification.

26. OPERATIONAL FLEXIBILITY

The Permittee is allowed to make changes at tliityamnsistent with 42 U.S.C. §7401, §502(b)(1ho}
specifically prohibited by the Permit and in coraplie with all applicable requirements provided the
Permittee gives the EPA and the MassDEP writteicefifteen days prior to said change; notification
not required for exempt activities listed at 310 RM.00: Appendix C(5)(h) and (i). The notice shall
comply with the requirements stated at 310 CMR :7Appendix C(7)(a) and will be appended to the
facility's Permit. The permit shield allowed far3d.0 CMR 7.00: Appendix C(12) shall not applyhese
changes.

27. MODIFICATIONS

A. Administrative Amendments - The Permittee may netlanges at the facility which are
considered administrative amendments pursuant@&BAR 7.00: Appendix C(8)(a)l., provided
they comply with the requirements established 8tGWR 7.00: Appendix C(8)(b).

B. Minor Modifications - The Permittee may make changethe facility which are considered minor
modifications pursuant to 310 CMR 7.00: Appendi8)(#)2.,provided they comply with the
requirements established at 310 CMR 7.00: Appe@@j(d).

C. Significant Modifications - The Permittee may ma@keanges at the facility which are considered
significant modifications pursuant to 310 CMR 7.8@ppendix C(8)(a)3., provided they comply
with the requirements established at 310 CMR 7Appendix C(8)(c).

D. No permit revision shall be required, under anyrapgd economic incentives program, marketable

permits program, emission trading program and athmitar programs or processes, for changes
that are provided in this Operating Permit. A rexndo the Permit is not required for increases in

emissions that are authorized by allowances aatjpiesuant to the Acid Rain Program under Title

IV of the Act, provided that such increases dorequire an Operating Permit revision under any
other applicable requirement.

28. OZONE DEPLETING SUBSTANCES

This section contains air pollution control reqments that are applicable to this facility, and thsted
States Environmental Protection Agency enforcesethequirements.

A. The Permittee shall comply with the standardsdbeling of products using ozone-depleting
substances pursuant to 40 CFR Part 82, Subpart E:

1) All containers containing a class | or class listahce that is stored or transported, all products

containing a class | substance, and all produotstty manufactured with a class | substance
must bear the required warning statement if ieisdpintroduced into interstate commerce
pursuant to 40 CFR 82.106.

2) The placement of the required warning statement omraply with the requirements of 40
CFR 82.108.
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29.

3) The form of the label bearing the required warrgtagement must comply with the
requirements of 40 CFR 82.110.

4) No person may modify, remove or interfere with tbguired warning statement except as
described in 40 CFR 82.112.

The Permittee shall comply with the standards doycling and emissions reduction pursuant to
40 CFR Part 82, Subpart F, except as provided @@onvehicle air conditioners (MVAC) in
Subpart B:

1) Persons opening appliances for maintenance, sereair or disposal must comply with the
required practices of 40 CFR 82.156.

2) Equipment used during the maintenance, servicajrrepdisposal of appliances must comply
with the standards for recycling and recovery eqpaipt of 40 CFR 82.158.

3) Persons performing maintenance, service, repaitsposal of appliances must be certified by
an approved technician certification program punst@40 CFR 82.161.

4) Persons disposing of small appliances, MVACs andN@\like appliances (as defined in 40
CFR 82.152) must comply with recordkeeping requaets of 40 CFR 82.166.

5) Persons owning commercial or industrial procegigesfation equipment must comply with the
leak repair equipment requirements of 40 CFR 82.156

6) Owners/operators of appliances normally contaiBid@r more pounds of refrigerant must
keep records of refrigerant purchased and addsuctoappliances pursuant to 40 CFR 82.166.

If the Permittee manufactures, transforms, importexports a class | or class Il substance, the
Permittee is subject to all the requirements asifipg in 40 CFR Part82, Subpart A, "Production
and Consumption Controls".

If the Permittee performs a service on motor (jlegthicles when this service involves ozone-
depleting substance refrigerant (or regulated gubstsubstance) in the motor vehicle air
conditioner (MVAC), the permittee is subject to thié applicable requirements as specified in 40
CFR Part 82, Subpart B, "Servicing of Motor Vehidd@ Conditioners". The term "motor
vehicle" as used in Subpart B does not includelacles in which final assembly of the vehicle
has not been completed. The term "MVAC" as use8ubpart B does not include the air-tight
sealed refrigeration system used as refrigerategboar system used on passenger buses using
HCFC-22 refrigerant.

The Permittee shall be allowed to switch from amgre-depleting substance to any alternative

that is listed in the Significant New Alternativesogram (SNAP) promulgated pursuant to 40
CFR Part 82, Subpart G, "Significant New AlternagiWPolicy Program".

PREVENTION OF ACCIDENTAL RELEASES

This section contains air pollution control requents that are applicable to this facility, and thneted
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States Environmental Protection Agency enforcesahequirements.

Your facility is subject to the requirements of theneral Duty Clause, under 112(r)(1) of the CAA
Amendments of 1990. This clause specifies that osvoeoperators of stationary sources producing,
processing, handling or storing a chemical in amgmgjity listed in 40 CFR Part 68 or any other axieby
hazardous substance have a general duty to idéwtdgrds associated with these substances and to
design, operate and maintain a safe facility, teoto prevent releases and to minimize the corsemps
of accidental releases which may occur.
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APPEAL CONDITIONS FOR OPERATING PERMIT

This Permit is an action of the MassDEP. If yoei@aggrieved by this action, you may request an
adjudicatory hearing within 21 days of issuancthisf Permit. In addition, any person who partitégan
any public participation process required by thedfal Clean Air Act, 42 U.S.C. 87401, 8502(b)(6) o
under 310 CMR 7.00: Appendix C(6), with respedh®MassDEP's final action on operating permits
governing air emissions, and who has standingdondth respect to the matter pursuant to federal
constitutional law, may initiate an adjudicatoryhieg pursuant to Chapter 30A, and may obtain jabic
review, pursuant to Chapter 30A, of a final deciditerein.

If an adjudicatory hearing is requested, the figaitiust continue to comply with all existing fedeand
state applicable requirements to which the faaditgurrently subject, until a final decision isugd in the
case or the appeal is withdrawn. During this mkribe application shield shall remain in effec] ¢he
facility shall not be in violation of the Act foiperating without a Permit.

Under 310 CMR 1.01(6)(b), the request must stat@ryl and concisely the facts which are the grodimds
the request, and the relief sought. The heariggest along with a valid check payable to The
Commonwealth of Massachusetts in the amount ohandred dollars ($100.00) must be mailed to:

The Commonwealth of Massachusetts
Department of Environmental Protection
P.O. Box 4062
Boston, MA 02211

The request will be dismissed if the filing feenct paid unless the appellant is exempt or graatediver
as described below.

The filing fee is not required if the appellangisity or town (or municipal agency) county, ortidés of the
Commonwealth of Massachusetts, or a municipal hgusithority.

The MassDEP may waive the adjudicatory hearinggfifee for a person who shows that paying the fée w
create an undue financial hardship. A person sgekiwaiver must file, together with the hearinguest

as provided above, an affidavit setting forth thet$ believed to support the claim of undue firgnci
hardship.



